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100Q Features:

● Rugged, heavy duty  construction with high tensile fasteners.
● Standard bolt on car bracket.  (Holes 18mm diameter, 90mm horizontal  centre).
● Complete with clamp on ‘L’ bracket, adjustable for width and depth.  (No need to drill caravan chassis).
● Proven anti-pitch and anti-snake control.
● Utilises asbestos free friction discs 4” (100mm) in diameter.
● Leaf spring dimensions width 2” x 7/32” thick(50.8mm x 5.6mm).
● Proven quick release device.
● Weight = 8.3kg

200Q Features:

● Rugged, heavy duty construction with high tensile fasteners.
● Reversible bolt on car bracket.  No need to dismantle stabiliser to fit either side of car.  (Holes 18mm diameter, 90mm

             horizontal centres).
● Complete with ‘Saddle Clamp’ fixing for attaching ‘L’ bracket to most Alko and BPW chassis.
● Proven anti-pitch and anti-snake control.
● Utilises asbestos free friction discs 4” (100mm) diameter.
● Leaf spring dimensions, width 2” x 1/4” thick (50.8mm x 6.35mm).
● Proven quick release device.
● Weight = 9.9kg

             Plus also available, car brackets to suit Volvo, Saab and Swan Neck.  Alternative angle brackets and saddle clamps
             available from the spare parts

400Q (Twin Blades) Features;

● Rugged heavy duty construction with high tensile fasteners.
● Bolt on, ‘twin’, car bracket, with two height adjustment  options.  (4 holes 18mm diameter, 90mm horizontal centres).
● Two bolt on ‘L’ brackets.
● Proven anti-pitch and anti-snake control.
● Utilises asbestos free friction discs 4” (100mm) diameter.
● Leaf spring dimensions 2” wide 1/4” thick (50.8 x 6.35mm).
● Proven quick release device.
● Weight = 16.8kg


